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Dimensions

Coil Specifications

Premium Plus ™

Tubing

Features
• New and unique resin additive formula.

• Meets or exceeds stress standards of
conventional LLDPE tubing.

• Longer SEVEN-YEAR  WARRANTY backs it all up.
(See warranty details, below.)

*Size Designation Key

x  x  x  P  y  y

Outside Diam.
P=Polyethylene

Wall Thickness

TB01-0700

General Specifications
Bowsmith Premium Plus Tubing is fabricated

exclusively from a single virgin Linear Low Density
Polyethylene (LLDPE) base resin and compounded
with a suitable virgin carbon concentrate resin to
provide a minimum of 2% carbon black property

mixed and dispersed in the finished extrudate. Base
resin conforms to the requirements of Specification
ASTM D1248 for Type I, Class C, Category 3, Grade
P14 tubing, and to ASTM D3350 for PE 213111C.

Size
Designation

Coil Length,
(ft.)

Nominal
Coil Weight,

(lbs.)

Nominal Coil Dimensions, (in.)

O.D. I.D. H.
625P48 1000 32.80 29 15 10
625P50 1000 34.50 29 15 10
700P48 1000 37.10 31 15 10
700P50 100 3.90 21 12 6
700P50 500 19.50 24 15 10
700P50 1000 39.00 31 15 10
700P55 1000 42.80 31 15 10
720P48 1000 38.20 32 15 10
795P52 1000 46.90 36 19 10
835P52 1000 49.50 37 19 10
935P62 500 32.55 34 21 10
935P62 1000 65.09 42 21 10
3/4" –50 1000 61.48 42 21 10

1195P72 500 48.95 43 24 12
1195P72 660 64.63 44 24 12

1"  –45 660 61.54 44 24 12

Size
Designation*

Outside Diam., (in.) Wall Thickness, (in.) Inside Diam. (in.)
(Nominal)

ASAE-S435
Pressure Rating,

(PSI)
Max. Min. Max. Min.

625P48 0.625 0.615 0.0475 0.0425 0.530 66.5
625P50 0.625 0.615 0.0500 0.0450 0.525 70.7
700P48 0.700 0.690 0.0475 0.0425 0.605 58.8
700P50 0.700 0.690 0.0500 0.0450 0.600 62.5
700P55 0.700 0.690 0.0550 0.0500 0.590 70.0
720P48 0.720 0.710 0.0475 0.0425 0.625 57.0
795P52 0.795 0.785 0.0525 0.0475 0.690 57.1
835P52 0.835 0.825 0.0525 0.0475 0.730 54.7
935P62 0.935 0.923 0.0625 0.0555 0.811 57.4
3/4" -50 0.935 0.923 0.0590 0.0520 0.818 53.5

1195P72 1.195 1.181 0.0725 0.0655 1.050 52.6
1" -45 1.195 1.181 0.0690 0.0620 1.057 49.6
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Dimensions

Coil Specifications

Premium Plus ª

Tubing

Features
¥ New and unique resin additive formula.
¥ Meets or exceeds stress standards of

conventional LLDPE tubing.
¥ Longer SEVEN-YEAR  WARRANTY backs it all up.

(See warranty details, below.)

*Size Designation Key
x  x  x  P  y  y

Outside Diam.
P=Polyethylene

Wall Thickness

TB01-1102

General Specifications
Bowsmith Premium Plus Tubing is fabricated

exclusively from a single virgin Linear Low Density
Polyethylene (LLDPE) base resin and compounded
with a suitable virgin carbon concentrate resin to
provide a minimum of 2% carbon black property

mixed and dispersed in the finished extrudate. Base
resin conforms to the requirements of Specification
ASTM D1248 for Type I, Class C, Category 3, Grade
P14 tubing, and to ASTM D3350 for PE 213111C.

O.D. I.D. H.
625P48 1000 32.8 29 15 10
625P50 1000 34.5 29 15 10
685P98 100 7.05 20 12 6.5
700P48 1000 37.1 31 15 10
700P50 100 3.9 21 12 6
700P50 500 19.5 24 15 10
700P50 1000 39.0 31 15 10
700P55 1000 42.8 31 15 10
720P48 1000 38.2 32 15 10
795P52 1000 46.9 36 19 10
835P52 1000 49.5 37 19 10
935P62 500 32.6 34 21 10
935P62 1000 65.1 42 21 10
3/4"Ð50 1000 61.5 42 21 10

1195P72 500 49.0 43 24 12
1195P72 660 64.6 44 24 12

1"Ð45 660 61.5 44 24 12

Nominal Coil Dimensions, (in.)
Size

Designation
Coil

Length,
(ft.)

Nominal Coil
Weight, (lbs.)

Max. Min. Max. Min.
625P48 0.625 0.615 0.048 0.043 0.530 66.5
625P50 0.625 0.615 0.050 0.045 0.525 70.7
685P98 0.685 0.675 0.0975 0.0925 0.490 140.0
700P48 0.700 0.690 0.048 0.043 0.605 58.8
700P50 0.700 0.690 0.050 0.045 0.600 62.5
700P55 0.700 0.690 0.055 0.050 0.590 70.0
720P48 0.720 0.710 0.048 0.043 0.625 57.0
795P52 0.795 0.785 0.053 0.048 0.690 57.1
835P52 0.835 0.825 0.053 0.048 0.730 54.7
935P62 0.935 0.923 0.063 0.056 0.811 57.4
3/4"-50 0.935 0.923 0.059 0.052 0.818 53.5

1195P72 1.195 1.181 0.073 0.066 1.050 52.6
1"-45 1.195 1.181 0.069 0.062 1.057 49.6

Size
Designation*

Inside Diam.
(in.)

(Nominal)

ASAE-S435
Pressure

Rating, (PSI)

Outside Diam., (in.) Wall Thickness, (in.)
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Bowsmith Trade Warranty Policy and Disclaimer
BOWSMITH, INC. (BOWSMITH) warrants that its products will be free from original defects in

materials and workmanship for a period of one year from date of original sale.  Bowsmith will replace,
free of charge, products found to be defective under normal use and service within the warranty
period, upon return of such products at the customer’s expense after return has been authorized in
writing by Bowsmith. Bowsmith will not be responsible for incidental or consequential damages
arising or resulting from the use of defective products or for products that have been altered or
modified or that have been installed or used not in accordance with Bowsmith’s recommendations
or specifications. Bowsmith’s liability under this warranty is limited solely to replacement or repair
of defective parts or assemblies. No agent or representative has authority to waive, alter, or add to
the printed provisions of this warranty or to make any representation or warranty not contained
herein. This limited warranty (including the special warranty supplement for polyethylene irrigation
tubing printed below) shall constitute the sole remedy of any purchaser or user of Bowsmith products,
and is in lieu of any implied warranty of merchantability or of fitness for a particular purpose or other
warranty of quality, whether express or implied, except the warranty of title. Bowsmith cannot and
does not assume liability for defective products or damage caused by defective products, not
manufactured or supplied by it, even though such be used in conjunction with products manufactured
by Bowsmith.

Bowsmith reserves the right to redesign, alter, or modify its products without incurring any liability
from anyone’s inventory of such products that may become obsolete. Bowsmith further reserves the
right to change its prices at any time without prior notice.

Special Warranty Supplement for Premium Plus Tubing
For Premium Plus tubing manufactured by Bowsmith, Inc., Bowsmith’s Trade Warranty Policy and

Disclaimer is modified as follows:

1. Warranty periods are extended as follows:

For all Premium Plus Tubing: from one year to seven years.

2. This warranty supplement does not extend to tubing supplied but not manufactured by Bowsmith.

3. All such tubing will be free from environmental stress cracking caused by the effects of sunlight
and/or operating pressures and temperatures occurring during normal use and service.

4. All of the other terms and conditions of the Bowsmith Trade Warranty Policy and Disclaimer not
specifically and expressly modified by this warranty supplement remain in effect.

Premium Plus ™

Tubing

TB02-0700
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Dimensions

Coil Specifications

Premium Plus ™

Tubing

Features
• New and unique resin additive formula.

• Meets or exceeds stress standards of
conventional LLDPE tubing.

• Longer SEVEN-YEAR  WARRANTY backs it all up.
(See warranty details, below.)

*Size Designation Key

x  x  x  P  y  y

Outside Diam.
P=Polyethylene

Wall Thickness

TB03-0601

General Specifications
Bowsmith Premium Plus Tubing is fabricated

exclusively from a single virgin Linear Low Density
Polyethylene (LLDPE) base resin and compounded
with a suitable virgin carbon concentrate resin to
provide a minimum of 2% carbon black property

mixed and dispersed in the finished extrudate.
Base resin conforms to the requirements of
Specification ASTM D1248 for Type I, Class C,
Category 3, Grade P14 tubing, and to ASTM D3350
for PE 213111C.

Size
Designation*

Outside Diam., (in.) Wall Thickness, (in.) Inside Diam. (in.)
(Nominal)

ASAE-S435
Pressure Rating,

(PSI)Max. Min. Max. Min.
455P40 0.455 0.445 0.0400 0.0350 0.375 76.5
490P50 0.490 0.480 0.0500 0.0450 0.390 92.7
625P48 0.625 0.615 0.0475 0.0425 0.530 66.5
625P50 0.625 0.615 0.0500 0.0450 0.525 70.7
700P48 0.700 0.690 0.0475 0.0425 0.605 58.8
700P50 0.700 0.690 0.0500 0.0450 0.600 62.5
700P55 0.700 0.690 0.0550 0.0500 0.590 70.0
720P48 0.720 0.710 0.0475 0.0425 0.625 57.0
795P52 0.795 0.785 0.0525 0.0475 0.690 57.1
835P52 0.835 0.825 0.0525 0.0475 0.730 54.7
935P62 0.935 0.923 0.0625 0.0555 0.811 57.4
3/4" -50 0.935 0.923 0.0590 0.0520 0.818 53.5

1195P72 1.195 1.181 0.0725 0.0655 1.050 52.6
1" -45 1.195 1.181 0.0690 0.0620 1.057 49.6

1530P75 1.530 1.516 0.0850 0.0780 1.360 48.6

Size
Designation

Coil Length,
(ft.)

Nominal
Coil Weight,

(lbs.)

Nominal Coil Dimensions, (in.)

O.D. I.D. H.
455P40 2000 39.20 32 16 10
490P50 2000 52.71 34 16 10
625P48 1000 32.80 29 15 10
625P50 1000 34.50 29 15 10
700P48 1000 37.10 31 15 10
700P50 100 3.90 21 12 6
700P50 500 19.50 24 15 10
700P50 1000 39.00 31 15 10
700P55 1000 42.80 31 15 10
720P48 1000 38.20 32 15 10
795P52 1000 46.90 36 19 10
835P52 1000 49.50 37 19 10
935P62 500 32.55 34 21 10
935P62 1000 65.09 42 21 10
3/4" –50 1000 61.48 42 21 10

1195P72 500 48.95 43 24 12
1195P72 660 64.63 44 24 12

1"  –45 660 61.54 44 24 12
1530P75 400 52.60 53 39 12
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Bowsmith Trade Warranty Policy and Disclaimer
BOWSMITH, INC. (BOWSMITH) warrants that its products will be free from original defects in

materials and workmanship for a period of one year from date of original sale.  Bowsmith will replace,
free of charge, products found to be defective under normal use and service within the warranty
period, upon return of such products at the customer’s expense after return has been authorized in
writing by Bowsmith. Bowsmith will not be responsible for incidental or consequential damages
arising or resulting from the use of defective products or for products that have been altered or
modified or that have been installed or used not in accordance with Bowsmith’s recommendations
or specifications. Bowsmith’s liability under this warranty is limited solely to replacement or repair
of defective parts or assemblies. No agent or representative has authority to waive, alter, or add to
the printed provisions of this warranty or to make any representation or warranty not contained
herein. This limited warranty (including the special warranty supplement for polyethylene irrigation
tubing printed below) shall constitute the sole remedy of any purchaser or user of Bowsmith products,
and is in lieu of any implied warranty of merchantability or of fitness for a particular purpose or other
warranty of quality, whether express or implied, except the warranty of title. Bowsmith cannot and
does not assume liability for defective products or damage caused by defective products, not
manufactured or supplied by it, even though such be used in conjunction with products manufactured
by Bowsmith.

Bowsmith reserves the right to redesign, alter, or modify its products without incurring any liability
from anyone’s inventory of such products that may become obsolete. Bowsmith further reserves the
right to change its prices at any time without prior notice.

Special Warranty Supplement for Premium Plus Tubing
For Premium Plus tubing manufactured by Bowsmith, Inc., Bowsmith’s Trade Warranty Policy and

Disclaimer is modified as follows:

1. Warranty periods are extended as follows:

For all Premium Plus Tubing: from one year to seven years.

2. This warranty supplement does not extend to tubing supplied but not manufactured by Bowsmith.

3. All such tubing will be free from environmental stress cracking caused by the effects of sunlight
and/or operating pressures and temperatures occurring during normal use and service.

4. All of the other terms and conditions of the Bowsmith Trade Warranty Policy and Disclaimer not
specifically and expressly modified by this warranty supplement remain in effect.

Premium Plus ™

Tubing

TB02-0700
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